
Pilot lights
Increased safety -  Group I IC
XLW series

Our range of LED pilot lights HarmAtex in 6 to 24 V AC/DC or 24 to 254 V 

safety protection (Ex e) or pressure (Ex p) or protection by enclosure 
(Ex 

TECHNICAL DATA
Material

IP rating

Temperature range

Certi cate

Marking II 2 GD
Ex eb mb IIC Gb
Ex tb IIIC Db

Mounting Panel cut-out Ø 22,5 mm

Type of terminals Screw terminals

Rated operational features

Or

Durability

22 impasse de la Volute - 16430 Champniers (France)  I  Tel: + 33 5 45 93 01 10  I  Email: sales.solution@ex-tech.fr  I  www.ex-tech.fr



Complete LED Pilot light - 24 to 254 V AC/DC Metallic bezel Plastic bezel

Type Colour Lid mounting Base mounting Lid mounting Base mounting

White -

Green -

-

Yellow -

-

1
1

5
8

38

Complete LED Pilot light - 6 to 24 V AC/DC Metallic bezel Plastic bezel

Type Colour Lid mounting Base mounting Lid mounting Base mounting

White -

Green -

-

Yellow -

-

Base mounting

2

LED Signalling element FOR base mounting

Type Colour Codes for 24 to 254 V AC/DC Codes for 6 to 24 V AC/DC

White

Green

Red

Yellow

Blue

ZBWL1  (1)

ZBWL3  (1)

ZBWL1  (1)

ZBWL1  (1)

ZBWL1  (1)

ZBWL1B  (1)

ZBWL3B  (1)

ZBWL1B  (1)

ZBWL1B  (1)

ZBWL1B  (1)

(1) If the colour of the lens of the pilot light is GREEN please select the product code ZBWL1 or ZBWL3B depending on the voltage used. For any
other colour of lens select the product code ZBWL1 or ZBWL1B

LED Signalling element FOR lid mounting

Type Colour Codes for 24 to 254 V AC/DC Codes for 6 to 24 V AC/DC

White

Green

Red

Yellow

Blue

ZBWV1  (1)

ZBWV3  (1)

ZBWV1  (1)

ZBWV1  (1)

ZBWV1  (1)

ZBWV1B  (1)

ZBWV3B  (1)

ZBWV1B  (1)

ZBWV1B  (1)

ZBWV1B  (1)

(1) If the colour of the lens of the pilot light is GREEN please select the product code ZBWV1 or ZBWV3B depending on the voltage used. For any
other colour of lens select the product code ZBWV1 or ZBWV1B
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